
HESC-T-035
RS-232/RS-485 to 4-port RS-485 Hub

Introduction:

HESC-T-035 is a RS-485 hub specially designed for RS-485 Bus used in complicated electromagnetic environment. It supports

star RS-485 Bus connection. Users can easily change the structure of RS-485 Bus and divide the network segment. When the

device breaks down, the network segment with problem will be isolated, which ensures other network segment to work

smoothly. The built-in photoelectric isolator can provide 2,500 V isolated voltage and each wire of RS-485 port has 600 W surge

protection. This product is powered by an external switch-mode power supply to prevent the product from common ground

interference. Each port of this device supports short-circuit, open-circuit protection.
�

�
Under RS-485 working mode, the distinguished circuit can automatically identify the direction of data flow and switch it, which

can solve RS-485 time delay problem. The transmission distance of RS-485 port is up to 1,200 m. The transmission rate for this

hub is up to 115.2 Kbps.

Features:

Specification:

Transmission Media

Isolated Voltage

Working Mode

Operating Power

Baud Rate

Protection Level

Dimension

Transmission Distance

Operating Environment

Twisted-pair or Shielded Cable

2,500 Vrms 500 VDC, DC/DC Module

Asynchronous Half-duplex

9 ~ 30 VDC/150 mA

300 bps ~ 115.2 Kbps

RS-232: ±15 KV ESD Protection
�

RS-485: 600 W Lightening and Surge Protection for Each Wire

120 ×80 ×25 mm

0 - 5,000 m (115,200 ~ 300 bps)

-40℃ to 85℃, Relative Humidity 5% to 95%

Hardware

Standards EIA/TIA RS-232C, RS-485

Connector RS-232C: 10-pin Terminal Block
�

RS-485: 10-pin Terminal Block

■Working Temperature: -40 ~ 85°C

■ Baud Rate: 300 bps ~ 115.2 Kbps

■±15 KV ESD Protection for RS-232 Port, 600 W Lightening
�

and Surge Protection for Each Wire for RS-485 Port
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Ordering Information:

Dimension Drawing:

HESC-T-035 RS-232/RS-485 to 4-port RS-485 Hub (Din-rail), Operating Power: 9-30

VDC/150 mA, Isolated Voltage 2,500 Vrms 500 VDC, DC/DC Module,

Baudrate: 300 bps ~ 115.2 Kbps, Protection Level: ±15KV ESD Protection

for RS-232 Port, Each Wire with 600W Lightning and Surge Protection for

RS-485 Port, Transmission Distance: 0 - 5,000m (115,200 ~ 300 bps),

Operating Temperature: -40℃ to 85℃

Other Models Are Available Upon Request.
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