
HESC-T-004
RS-232 Photoelectr ic Isolator

Introduction:

HESC-T-004 is a RS-232 serial port photoelectric isolator. This product converts the electrical signal to optic signal and

transmits the signal to the other port of it. Then the device finally converts the signal back to electrical signal. This protects

the connected communication device from ground loop circuit and surge interference, which greatly improve the reliability

and stability of the communication system.
�

HESC-T-004 is widely applied in point-to-point RS-232 communication system which is used in the industry of power,

insurance, telecommunications, railway, post office, finance, banking, securities, program control, and other systems such as

UNIX multi-user system, surveillance monitoring system, satellite receiver system and ATM system.

Features:

Specification:

Transmission Mode

Isolated Voltage

Baud Rate

Power

Dimension

Weight

Operating Environment

Asynchronous Full-duplex, Full Transparent

2,500 Vrms Impulse or 500 VDC Continuous

300bps ~ 19,200 bps

From RS-232 Port (TXD, RTS or DTR)

63 x 33 x 17 mm

30g

-40℃ to 85℃

Hardware

Standards EIA RS-232 & CCITT V.24 Asynchronous Protocol

Connector DB9 Connector for RS-232 Port

■Working Temperature: -40 ~ 85°C

■ Baud Rate: 300 ~ 19,200 bps

Relative Humidity 5% to 95%

■ Isolated Voltage: 2,500 Vrms Impulse 500 VDC Continuous
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Ordering Information:

Dimension Drawing:

HESC-T-004 RS-232 Optical Isolator, Isolated Voltage: 2,500 Vrms Impulse or 500 VDC,

Baud Rate: 300 bps ~ 19,200 bps, Power: From RS-232 (TXD, RTS or DTR),

Weight: 30g, Operating Temperature: -40℃ to 85℃

Other Models Are Available Upon Request.
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