
Quick Start Guide

HESC-T-035
�

RS-232/RS-485 to 4-port RS-485 Hub

HESC-T-035 is a RS-485 hub specially designed for RS-485
Bus used in complicated electromagnetic environment. It
supports star RS-485 Bus connection. Users can easily
change the structure of RS-485 Bus and divide the network
segment. When the device breaks down, the network
segment with problem will be isolated, which ensures other
network segment to work smoothly. The built-in photoelectric
isolator can provide 2,500 V isolated voltage and each wire
of RS-485 port has 600 W surge protection. This product is
powered by an external switch-mode power supply to
prevent the product from common ground interference.
Each port of this device supports short-circuit, open-circuit
protection.
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Under RS-485 working mode, the distinguished circuit can
automatically identify the direction of data flow and switch it,
which can solve RS-485 time delay problem. The
transmission distance of RS-485 port is up to 1,200 m. The
transmission rate for this hub is up to 115.2 Kbps.

A Package Checklist

B Specification

C Panel and Signal Indicator

√1 ×The HESC-T-035 RS-232/RS-485 to 4-port RS-485 Hub�
√1 ×Din-rail Mount Clip�
√1 ×Quick Start Guide

There are 7 indicators on the front panel of HESC-T-035
and two 10-pin terminal blocks on the left and right end.
TXD, RXD, GND on the left side are signal input terminals
of RS-232. 485+ and 485- are signal input terminals of
RS-485. GND is ground connection.�T/R1+, T/R1-, T/R2+, T/R2-, T/R3+, T/R3-, T/R4+, T/R4-,
GND, GND on the right side are signal output terminals of
RS-485. Please note that GND of RS-485 output end can't
be connected with GND of input end.

Meanings of indicator lights of HESC-T-035:
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Dimension:

Standards:

Connector:

Baud Rate:

Transmission Distance:

Interface Protection:

Operating Temperature:

Relative Humidity:

Working Mode:

EIA/TIA RS-232C, RS-485

RS-232C: 10-pin Terminal Block�RS-485: 10-pin Terminal Block

300 bps-115.2 Kbps

0-5,000m (115.2 Kbps-300 bps)

RS-232: ±15 KV ESD Protection�RS-485: 600 W Lightening and Surge
Protection for Each Wire

120 ×80 ×25 mm

-40°C to 85°C

5% to 95%

Asynchronous Half-duplex

Transmission Media: Twisted-pair Cable or Shielded
Cable

Operating Power: 9-30 VDC/150 mA

Signal Indicators: Sending (TXD), Receving (RXD),
Power (PWR)，Four Warning
Indicators Error (E1-E4)

Isolated Voltage: 2,500 Vrms 500 VDC, DC/DC Module

Address: 5200 Thatcher Rd Unit: 148
�

Downers Grove, IL 60515, USA
�

Phone: (909) 939-2468
�

Email: customer_service@predision.com
�

Web: www.predision.com
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F Error A larm and Protection of
RS-485

G Power Supply and Lightning
Protection

DC power supply of 9 ~ 30 V and minimum 150mA is
used for powering the HESC-T-035. Lightning protection
of 600W is provided for each RS-485 port of the HESC-
T-035, which can effectively suppress lightning and
ESD.

Error alarm and protection of RS-485 interface is an
effective way of enhancing the reliability of connecting
multiple RS-485 devices.�HESC-T-035 has four slave ports and each port has
short-circuit protection. It can also work in shutdown
mode. When any RS-485 port is short-circuited, it will
only affect the RS-485 bus system where it is located,
and will not affect the normal operation of the RS-485
systems connected to other interfaces. Users can
quickly determine the faulty port and other connected
faulty devices based on the fault warning indicator.
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