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Operating Temperature:

Quick Start Guide

HECS-T-002
�

RS-232 to CAN Bus Converter

HECS-T-002 is a high performance RS-232 to CAN Bus
converter. It supports the interconnection between RS-232
and CAN-Bus. Rs-232 baud rate is 600 bps-230.4 Kbps,
and CAN Bus baud rate is 5 Kbps-1 Mbps. The converter
supports three data conversion modes: transparent
conversion, transparent tape identification conversion and
Modbus protocol conversion. This extends the application
scope of this converter. HECS-T-002 converter provides
configuration tools that allow users to set the interface
parameters of this converter. It is industrial standard
designed. CAN communication interface and system is
isolated. With anti-interference and surge protection ability,
it is widely used in industrial control, data communication
systems.

A Package Checklist

√1 ×The HECS-T-002 RS-232 to CAN Bus Converter�
√1 ×Din-rail Mount Clip�
√1 ×Quick Start Guide
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Standards:

Baud Rate:

Isolation Voltage:

Operating Voltage:

Storage Temperature:

Data Conversion Mode:

Supports CAN 2.0 Protocal

1 CAN-bus Port, 5 Kbps ~ 1 Mbps
Transmission Rate�1 RS-232 Port 600 bps ~ 230 Kbps
Transmission Rate

1,000 VDC

12 ~ 36 VDC

-40°C to 85°C

-40°C to 85°C

Transparent Conversion, Transparent
Tape Identification Conversion, Modbus
Protocol Conversion

Transmission Direction: Supports Bidirectional Data
Transmission between CAN-Bus and
RS-232

Operating Current: ≤150 mA @ 12 V

Operating Humidity: 5~95% (No Condensing)

Storage Humidity: 5~95% (No Condensing)
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