
HEEM-T-003
TTL to RS-485 (3.3V) Module

Introduction:

The HEEM-T-003 series isolation transceiver module is an integrated power isolation, electrical isolation, RS-485 interface chip

with isolation and bus protection functions. It is convenient to be embeded into the user's equipment, so that the product has

the function of connecting to the RS-485 network. This series of modules adopts a potting process and has excellent isolation

characteristics, with an isolation voltage as high as 1,000 VDC. This series can be used for industrial communications, coal

mining industry, power monitoring, building automation, petrochemical industry, PLC and frequency converter

communication.

Features:

■Working Temperature: -40℃ to 85℃

■ Baud Rate: 300 - 115,200 bps

■ 1,000 VDC Isolated Voltage

Specification:

Data Delay

Input Voltage

Isolation Voltage

Static Current of Module

Transmission Current of Module

Working Humidity

Operation Temperature

Delay time from receiving data to sending data: minimum 30μs, maximum

100μs

DC 3.15 ~ 3.45 V

1,000 VDC

≤50mA

≤80mA

5% to 95% (Non-condensation)

-40°C to 85°C

Hardware

Baud Rate 300 ~115,200 bps

Interface Protection Standard RS-485 interface, with ESD bus protection function, built-in 4.7K

pull-up and pull-down resistor, twisted-pair output, surge protection 600W

Overall Dimensions 32 × 20 × 9.5mm (±0.5mm)
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Bus Drive Capability Minimum 32 nodes per RS-485 network

Serial Interface Compatible with +3.3V standard UART interface



Dimension Drawing:

Ordering Information:

HEEM-T-003 TTL to RS-485 (3.3V) Module, BUS 600W Surge Protection, Isolation

Voltage: 1,000 VDC

Other Models Are Available Upon Request.
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