HEMSA-T-009

PClI to 8-port RS-232 Multi-serial Card

Features:
B Working Voltage: 3.3V -5V

B Working Temperature: -40°C to 85°C Fﬁﬁm
M Baud Rate: 300 - 921,600 bps @ F@ C€ @

Introduction:

HEMSA-T-009 is a universal PCI multi-port serial adaptor. It is designed for POS and ATM system. It can also be applied in
industrial automation and integrated system. HEMSA-T-009 provides 8 RS-232 serial ports, allowing connection with most of
the multi-port serial devices such like PC, terminal, modem, printer, scan, and etc.

The transmission rate for each port of this series can reach to 921,600 bps. It provides modem with control signal to guarantee
the compatibility between serial device and peripheral equipment. HEMSA-T-009 can operate on 3.3V and 5V PCl buses, which
allows the multi-serial card to be installed in any available PC or server.

Specification:
Interface Connection 1 x DR62 Female
Bus 32-bit Universal PCI
RS-232 Signals DCD, RXD, TXD, DTR, GND, DSR, RTS, CTS
Transmission Rate 300 - 921,600 bps
Digit Bit 5,6,7,8
Stop Bit 1,1.5,2
Parity None, Even, Odd
Flow Control RTS/CTS, XON/XOFF
Operating Temperature -40°C to 85°C
Supporting System Win98/2000, WinXP/2003/Vista/2008 32/64, DOS/Linux 2.4.x/2.6.X
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Dimension Drawing:
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Ordering Information:
HEMSA-T-009 PCl to 8-port RS-232 High-speed Multi-serial Card, 4U, Baud Rate: 300 bps

- 921.6 Kbps, Operating Temperature: -40 ~ 85°C

Other Models Are Available upon Request
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