
This equipment has two installation methods, Din-rail mounting
or Wall mounting.
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When the equipment is powered, the PWR indicator will be on.
Through USB Type-B Input, it can expand to 4 USB ports for
the user's convenience.
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Green Product RoHS

Safety

UL 61010-1 /UL 61010-2-201

EN61000-4-2 (ESD) Contact 8 KV, Air
15 KV�EN61000-4-3 (RS) 80MHz to 1 GHz:
10V/m�EN61000-4-4 (EFT) Power 2 KV�EN61000-4-5 (Surge) Power 1 KV�EN61000-4-6 (CS) 150 KHz to 80 MHz:
10 V/m; Signal: 0V /m�IEC61000-4-8 (PFMF)

EMS

Safety

EMC EN 55032/24

EN 55032/24 CISPR32, FCC Part 15B
Class A

Win98/Win2000/WinXP/V ista/
Win7/8/8.1/10/Linux

Supporting System

Quick Start Guide

HEUH-T-001 4-port Industrial USB HUB

HEUH-T-001 is a 4-port industrial USB 2.0 hub that can
expand 1 USB port to 4 USB ports. This hub supports true
USB 2.0 high speed, and the transfer rate of each USB port
can be up to 480 Mbps. This hub complies with the USB
plug-and-play specification. Each port provides 500 mA
output capacity. Each port has an electrostatic protection
function to ensure the reliability of this device.

A Package Checklist

√1 ×HEUH-T-001 4-port Industrial USB HUB�
√1 ×Power Adaptor�
√1 ×USB Type A (Male) to USB Type B (Male) Cable�
√2 ×Wall-mount Panel�
√1 ×Quick Start Guide

Standards

USB Signal

Signal Rate

Operating Temperature

Relative Humidity

Transmission Distance

USB V1.0, V1.1, V2.0

VCC, DATA+, DATA-, GND

1.5 Mbps, 12 Mbps, 480 Mbps

-40°C to 85°C

5% to 95%

USB Port 5m

USB Static Protection Contact ±8KV; Air ±15KV

Interface Power Using 5.08-3Pin Terminal;�USB Type B Connector for USB Input
Port;�USB Type A Connector USB Output
Port

Working Voltage DC 12~48V
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USB Status Indicator RUN, Fault

Power Indicator

Power Input Terminal

USB Type B

4 ×USB Type A

Scan to Download


