(B Panel Layout (D Product Installation

Installation method of pull-type Din-rail:

Quick Start Guide

1. Installing: first insert the hook part of the mounting ear
into the upper rail of the guide rail, then pull the buckle
downwards, and insert it into the lower rail of the guide
rail to complete the installation.

2. Removal: first pull the buckle downwards, the lower
snap-on of the mounting ear will be separated from the
lower rail of the guide rail, and then pull it upwards to
remove it.

HES5B-X-4E/HES5A-X-4E Series
Ethernet Switch ‘

The HES5B-X-4E/HES5A-X-4E series switches are smart,
5-port, unmanaged Ethernet switches supporting PoE
(Power over Ethernet) on ports 1 to 4. The switches are
classified as power source equipment (PSE), and when
used in this way, the HES5B-X-4E/HES5A-X-4E series
switches enable centralization of the power supply and

provide up to 30 watts of power per port. Front Panel
The switches can be used to power IEEE 802.3af/at
compliant powered devices (PD), eliminating the need for _m._ 10/100BaseT(X) Port
additional wiring, and support IEEE 802.3/802.3u/802.3x 'ig‘/'ic')-(')fg 100 Port
with 10/100M, full/half-duplex, MDI/MDI-X auto-sensing to ase or
provide an economical solution for your industrial Ethernet é%/r %OOBaseT(X) PoE LED
network.
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Link LED
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Side Panel (E Wiring the Power Input
i Ground Screw How to wire the power input is shown as following diagram
(A PaCkage ChECkIlSt DC Power Input (Only for the schematic diagram, not including all panels,

Terminal Block the wiring is based on the positive and negative pole):

for Power Input Note: Power the device using either the DC input or the
Phoenix terminal. Do not connect both simultaneously.

The HES5B-X-4E/HES5A-X-4E series switch package
consists of following items:

v The HES5B-X-4E/HES5A-X-4E Series Switch Unit :
v Quick Start Guide (C LED |ndlcat0 Irs

| |_1 —~ ® LED Indicators State Meaning Color
l—: On _ |Power supply is normal.
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. . . Flashing|System is working abnormally or faulty.
Henrich Electronics Corporation On [PoE power supply is normal. . ]
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not connected correctly. V1 the positive and negative poles of the DC
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Phone: (909) 939-2468 On |Port connection is normal. V2 baF::kup power the range of rating voltage. Never use a
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Warning

[1. Turn the power off before you remove any wires. )
Read the side label of the product for power related
instruction.

2. Please ensure the unit is connected a power supply
voltage that corresponds to the range of rating
voltage. Never use a greater voltage power source.

3. This is a Class A product, and running this device in a
residential environment may cause wireless
interference. In this case, the user may need to take
practical action against the interference.

4. Grounding and wire routing help limit the effects of
noise due to electromagnetic interference (EMI). Run

the ground connection from the ground screw to the
\_ grounding surface prior to connecting devices. -

(G Installation Precautions

To avoid equipment damage and personal injury caused

by improper use, please observe the following precautions:

In order to avoid damage caused by equipment falling,
please place the equipment in a stable environment.

When supplying power to the equipment, pay attention to
confirm the range of power supply voltage, as well as the
positive and negative terminals of the power supply,

in order to avoid damage to the equipment by wrong
operation.

To reduce the risk of electric shock, ensure that the
equipment is well grounded in the working environment.

¢

Interface

Standards IEEE802.3, IEEE802.3i, IEEE802.3u,
IEEE802.3x, IEEE 802.3af/at

10/100BaseT(X) RJ45 Port: 1 Full/Half Duplex Mode; Auto
Port (RJ45 MDI/MDI-X Adaptive; Auto Negotiation
connector) Speed

PoE Ports (10/100 4 Full/Half Duplex Mode; Auto MDI/MDI-X

BaseT(X), RJ45
connector)

Adaptive; Auto Negotiation Speed

Power Connector DC Socket or Phoenix Terminal
Transportation Distance

Copper Port 100m
Power

Input Voltage 44 ~56VDC

Standby: < 4W,
Full load: af <60W, at < 120W

Power Consumption

Reverse Polarity Supported
Protection

Matched Power Supply  Purchased Separately
Cable and Plug

Switch Characteristics
Processing Type Store and Forward
Packet Buffer Size 512K

MAC Table Size 2K
Working Environment

Working Temperature HES5B-X-4E: -10°C to 60°C

HES5A-X-4E: -40°C to 75°C
Storage Temperature -40°C to 85°C

Relative Humidity 5% to 90% (No Condensation)

Mechanism

Housing Metal Enclosure
Ingress Protection P30

Installation Din-rail Mounting

1.2" X 3.9" X 3.5"
(30mm X98mm X 88mm)

Size (W X H X D)

Standards and Certifications

EMI
EMS

Shock
Freefall
Vibration

Certification

Warranty

Warranty

FCC Part15, CISPR (EN55022) Class A

Lightning Protection: 6KV 8/20us
IEC61000-4-2(ESD) Level 3,
IEC61000-4-3(RS)Level 3,
IEC61000-4-4(EFT)Level 3,
IEC61000-4-5(Surge) Level 3,
IEC61000-4-6(Radio Frequency Transmission)
Level 3,

IEC61000-4-8(Power Frequency Magnetic Field)
Level 3,

IEC61000-4-9 (Pulsed Magnet Field) Level
3,IEC61000-4-10(Damped Oscillation)Level
3,IEC61000-4-12/18(Shockwave)Level
3,EC61000-4-16(Common-modeTransmission)
Level 3,

IEC61000-6-2(Common Industrial Standard)

IEC 60068-2-27
IEC 60068-2-32
IEC 60068-2-6

CE Mark, Commercial,CE/LVD EN62368-1, FCC
Part 15 Class A, RoHS

5 Years



