HEUH-T-001

4-port Industrial USB Hub

Features:
B Operating Temperature: -40°C to 85°C

I USB Transfer Rate: Up to 480 Mbps (per port)

BEEE

The HEUH-T-001 is an industrial 4-port USB 2.0 hub designed to expand a single USB port into four. Supporting true USB 2.0
High-Speed standards, the hub delivers transfer rates of up to 480 Mbps per port. The device is fully compliant with USB plug-
and-play specifications and provides a 500mA power output per port. Additionally, each port features integrated electrostatic

W USB Static Protection: Contact & 8 kV, Air = 15 kV
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discharge (ESD) protection to ensure long-term device reliability.

Specification:

Hardware
Standard
USB Signal

Signaling Rate
Transmission Distance
USB Static Protection

Interface Connector

Operating Voltage and Current
Output Current

Operating Temperature
Relative Humidity

OS Support

MTBF

USB1.0,1.1,2.0
VCC, DATA+, DATA-, GND

1.5 Mbps, 12 Mbps, 480 Mbps
5m for USB
Contact *=8kV, Air £15kV

The power supply utilizes a 5.08mm 3-pin terminal, while the upstream
and downstream connections feature USB Type-B and USB Type-A
interfaces, respectively.

12-48VDC

500 mA (5 + 0.25V)

-40°C to 85°C

5% to 95%

Win 98/Win 2000/WinXP/Vista/Win7/8/8.1/10/Linux, etc.

2100,000 hours

Standards and Certifications

EMC
EMI
EMS

Safety

Green Product

EN 55032/24
CISPR 32, FCC Part 15B Class A

EN61000-4-2 (ESD) Contact 8 kV, Air 15 kV
EN61000-4-3 (RS) RS: 80MHz 1 GHz: 10V/m
EN61000-4-4 (EFT) Power 2 kV

EN61000-4-5 (Surge) Power 1 kV
EN61000-4-6 (CS) 150 kHz to 80 MHz: 10 V/m
IEC61000-4-8 (PFMF)

UL61010-1 UL61010-2-201

RoHS

PHONE: (909) 939-2468
EMAIL: customer_service@predision.com
WEBSITE: www.predision.com

Predision



Introduction:

Z[a]
L]
[
—1° ®od|

o <> o)
25 0—
a95.0

104.0

125.0

138.0

30—

1480

o[

sess 0 0 0

Ordering Information:

HEUH-T-001

Other Models Are Available upon Request

PHONE: (909) 939-2468

Predision EMAIL: customer_service@predision.com

WEBSITE: www.predision.com

4-port USB Hub, Metal Housing, Signaling Rate: 1.5/ 12 / 480 Mbps,
Operating Voltage: 12 - 48 VDC, Transmission Distance: 5 m for USB,
Operating Temperature: -40°C to 85°C.




